
Remote Control Solar Street Light - P Series 

• With Lithium-ion LiFePO4 battery 

• Mono-crystalline Silicon Solar Panel 

• Aluminum Housing 

   
Parameter: 

Model SSL-6WP SSL-8WP SSL-12WP SSL-20WP SSL-25WP SSL-35WP 

Solar Panel 

Parameter(mm 

350*235*17 

6W / 6V 

370*305*17 

8W / 6V 

450*350*17 

12W / 6V 

530*350*17 

20W / 6V 

580*350*17 

25W / 6V 

670*350*17 

35W / 6V 

Battery 5AH 3.2V 8AH 3.2V 12AH 3.2V 20AH 3.2V 30AH 3.2V 40AH 3.2V 

Weight 2.8kg 4.2kg 6.3kg 6.7kg 7.1kg 8kg 

LED Quantity 56pcs 90pcs 120pcs 208pcs 224pcs 400pcs 

Lamp Size(mm 330*95*70 380*125*70 380*125*70 480*210*90 480*210*90 480*210*90 

Lighting Area 50 sqm 70 sqm 100 sqm 150 sqm 200 sqm 350 sqm 

Material Die Casting Aluminum 

LED Chip SMD 5730 

Solar Panel Polysilicon 



IP Grade IP65 

Charging time 4~6 hours(optional) 

Working time 8~15 hours(optional) 

Installation Height 3-6m 

Rainy day 2-3 days 

Warranty 2 Years 

 

 

E Series All in One Solar Street Light 
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Model No.: SSL-7WE SSL-10WE SSL-15WE 

Battery 3.2V 6000mAh 3.2V 11000mAh 3.2V 16500mAh 

Solar panel 6V 7W 6V 10W 6V 15W 

Charging Time 6~8 Hours 

Lighting Time 2~3 Rainy Days 

Dimension: 390*200*60 mm 500*230*60mm 620*240*60mm 

Net Weight 1.17kg 1.5 kg 2.2 kg 

Install Height 3~4m 4-5m 4-6m 

Lumen Area 60 squares 80 squares 110 squares 

Luminous >840 lm >1200lm >1800lm 

LED (SMD5730) 48pcs 96pcs 144pcs 

Material Anti UV ABS Plastic+ Philips Chip, Stainless Screw 

Working Temp -20℃ - 60℃ 

Working Mode: Human body induction + light control & Intelligent control 

Guard Level IP65 

Warranty 2 Years 



Remote Control Solar Street Light- Q Series 

  

Parameter: 

Model SSL-30WQ SSL-50WP SSL-60WP 

Solar Panel Parameter(mm 610*350*17-30W / 6V 670*535*17-50W / 6V 670*600*17-60W / 6V 

Battery 30AH 3.2V 50AH 3.2V 60AH 3.2V 

Weight 7.1kg 11.5kg 13.5kg 

LED Quantity 40pcs 40pcs 50pcs 

Lamp Size(mm 480*210*70 490*210*70 490*210*70 

Lighting Area 50 sqm 70 sqm 100 sqm 

Material Die Casting Aluminum 

LED Chip Lumileds 

Solar Panel Polysilicon 

IP Grade IP65 

Charging time 4~6 hours(optional) 

Working time 8~15 hours(optional) 

Installation Height 4-7m 

Rainy day 2-3 days 

Warranty 2 Years 



Remote Control Solar Flood Light 

  

Parameter: 

Model SSF-6WP SSF-8WP SSF-12WP SSF-20WP SSF-25WP SSF-35WP 

Solar Panel 

Parameter(mm 

350*235*17 

6W / 6V 

370*305*17 

8W / 6V 

450*350*17 

12W / 6V 

530*350*17 

20W / 6V 

580*350*17 

25W / 6V 

670*350*17 

35W / 6V 

Battery 5AH 3.2V 8AH 3.2V 12AH 3.2V 20AH 3.2V 30AH 3.2V 40AH 3.2V 

Weight 1.7kg 2.5kg 3.5kg 5.6kg 5.8kg 7kg 

LED Quantity 56pcs 90pcs 120pcs 208pcs 224pcs 400pcs 

Lamp Size(mm 193*146*50 227*180*50 255*208*65 300*270*75 335*270*80 335*270*80 

Lighting Area 50 sqm 70 sqm 100 sqm 150 sqm 200 sqm 350 sqm 

Material Die Casting Aluminum 

LED Chip SMD 5730 

Solar Panel Polysilicon 

IP Grade IP65 

Charging time 4~6 hours(optional) 

Working time Full Power 8~15 hours(optional) 

Installation Height 3-6m, Product Configuration:5 m waterproof line/U-frame/timing remote controller/expansion screw 

Rainy day 2-3 days 

Warranty 2 Years 



 Integrated Solar Street Light - D Series 

  

Parameter: 

Item No. SSL-15WD SSL-30WD SSL-45WD SSL-60WD 

Power 15W 30W 45W 60W 

Lamp 

Size(mm) 
549*294*275 659*367*275 789*367*275 999*430*300 

Solar Panel 
18V 30W, Mono-

Crystalline 

18V 50W, Mono-

Crystalline 

18V 60W, Mono-

Crystalline 

18V 80W, Mono-

Crystalline 

Battery type 

LiFePO4 

12.8V 18AH 

LiFePO4 

12.8V 24AH 

LiFePO4 

12.8V 36AH 

LiFePO4 

12.8V 42AH 

Material Die-Casting  Aluminum 

CCT 3000K~6000K 

Lumen 160 lm/w 

Charging time 6-8 hours 

Discharging 

time 
30-36 hours 

Certificate CE,RoHS 

Application Lights for street, highway,g arden, square or any other outdoor place 

Warranty 3 Years 

 

 



Integrated Solar Street Light - A Series 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Integrated Style Design, which is Simple, Fashionable, Portable & Practical; 

With Solar Energy to Supply the Power, Protection of the Earth Resources; 

With Infrared Human Body Induction Technology, when someone comes, Light work with full 

power, otherwise work with 30% or 50% Low Power, Backup a longer lighting time; Sensor 

Induction Distance 9~12M； 

Photosensitive Control, When Sunlight Enough for Charging, Automatic Lighting When No Sunlight 

With Lithium-ion LiFePO4 battery to Ensure a Longer Lifespan; 

Without Cable, Easy for Installation; Waterproof, Safe and Reliable; 

With the idea of modular design, convenient for Installation, Maintenance and Repair; 

Using Aluminum alloy as the main body material, with good rust and corrosion Resistance 

Solar Panel 

Max Power 18V/95W Mono-crystalline Silicon) Charge Time By Sunlight 6~8 Hours 

Life Time 25 Years Working Temperature -30℃~+70℃ 

Battery 

Type Lithium Battery(12.8V/42AH) Color Tem. 6000-6500K 

Life Time 5 Years Mounting Height 9-10m 

LED Lamp 

Max Power 12V / 80W Space Between Lamp 40~50m 

Chip Brand BridgeLux ( High Flux) Lamps Material Aluminum Alloy 

Lumen 9600-10000lm Warranty Period 2 Years 

Life Time 50000 hours Certificate CE / ROHS / IP65 

Viewing Angle 120° Product Size 1130*550*160mm 

Discharge Time 

Full Power 17 hours Carton Size 1350*510*220mm 

Half Power 34 hours Product Weight 26 kg 

 


