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Anvendelse
BELKI Coolant Service Unit anvendes til at separere lækolie samt mindre partikler fra procesvæsker 
primært kølesmørevæsker. Det er en mobil enhed der nemt kan fl yttes mellem de enkelte 
værktøjsmaskiner.

Funktion
Væskeoverfl aden skimmes vha. et selvregulerende sug. Den robuste pumpe tåler selv mindre spåner, 
disse spåner fanges i en fi lterkurv. Herefter ledes væsken over en magnetplade, der tilbageholder de 
mindre partikler. Den indbyggede olieseparator leder lækolie til en opsamlingstank og den rene væske 
løber tilbage til maskinen.  

Fordele
• Ingen forbrugsstoff er
• Tilsluttes alm. 220V  
• Selvregulerede sug der eff ektivt suger fra overfl aden
• Robust pumpe der tåler svømmende spåner
• Let at indstille så kun olie løber til opsamlingsbeholderen
• En fi lterkurv gør det nemt at tømme maskinen for de grove spåner 
• En magnetplade sikrer, at selv meget fi ne partikler fi ltreres fra væsken
• En eff ektiv olieseparator sikrer en længere levetid på væsken

BELKI Coolant Service Unit

Area of use
The BELKI Coolant Service Unit is used to separate tramp oil and small particles from process fluids, 
primarily coolant fluids. It is a mobile unit that can be easily moved between machines.

Advantages
 • No consumables
 • Connects to normal 220V  
 • Self-regulating suction device that sucks effectively from the surface
 • Robust pump that can withstand floating chips
 • Easy to set so that only oil runs into the collection tank
 • A filter basket makes it easy to empty larger chips out of the machine 
 • A magnetic plate ensures that even very fine particles are filtered out of the fluid
 • An effective oil separator ensures a longer lifetime for the fluid

Operation
The fluid surface is skimmed by means of a self-regulating suction device. The robust pump can 
withstand even the smallest chips which are caught in a filter basket. The fluid is subsequently led across 
a magnetic plate which retains the smaller particles. The built in oil separator leads the tramp oil to a 
collection tank and the clean fluid flows back into the machine.
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BELKI Coolant Service Unit

Tekniske specifi kationer

Type: 100E

Kapacitet l / h 500
Overfl adeareal m² 8

Opsamlingsbeholder l 5

Tilslutning V / Hz 230/ 50 Hz

El W 200
Materiale Rustfrit stål

Vægt kg 120
Længde mm 746
Bredde mm 463

Højde mm 1536

Type: 100 E

Capacity l/h 500

Surface area m² 8

Oil container l 5

Connection V/Hz 230/50Hz

Electricity W 200

Material Stainless steel

Weight kg 120

Length mm 746

Width mm 463

Height mm 1536

Technical specifications


