
     WAFER (Compact) BALL VALVES
   SERIES 80D

   direct actuator mounting ISO 5211                 firesafe design
           stainless steel A351 CF8M                                    full bore

       In accordance with PED 97/23/EC
                                    0036
                        ATEX 94/9/EG

DN 15 - DN 100
PN16/40



1 Body A351 CF8M 11 Belleville washer 301
2 Insert A351 CF8M 12 Lock saddle 304
3 Ball 316 13 Nut 304
4 Seat PTFE/RPTEF/SSPTFE 14 Spacer ring 304
5 Body seal PTFE 15 Handle 304

chambered (firesafe = graphite*) 16 Locking device 304
6 Stem seal RPTFE 18 Stop pin 304
7 Stem 316 20 Antistatic device 304
8 Stem packing PTFE 21 O-Ring Viton

(firesafe = graphite*) optional PTFE
9 Stem packig RPTFE 22 Primary seal PTFE

(firesafe = graphite*)
10 Stem seal follower 304

*Option
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  DN 15 - DN 80                             DN 100



ND Bø Cø Dø E F H 1H 2H Iø Kø 1Kø

2/1-51 7.08 51 24 931 9 58 7 7.84 63 56 54

"4/3-02 6.89 02 24 931 9 09 8 7.35 63 57 85

"1-52 511 52 05 561 11 401 21 56 04 58 86

"4/11-23 041 23 05 561 11 611 3.11 77 04 001 87

"2/11-04 051 83 07 512 41 531 5.51 5.58 05 011 88

"2-05 561 05 07 512 41 241 61 39 05 521 201

"2/12-56 581 56 201 362 71 861 8.51 7.901 07 541 221

"3-08 002 08 201 313 71 871 61 5.911 07 061 831

61NP/"4-001 022 001 201 443 71 091 8.71 7.131 07 081 851

04NP/"4-001 532 001 201 443 71 191 8.71 7.231 07 091 261
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Pressure / Temperature diagram

Breakaway- and running torques (Nm)  for lubricating media in function of seat materials

Pressure and leakage tests according to DIN 3230 BA/BO

PN16/40

ND 51 02 52 23 04 05 56 08 001

-yawakaerB
mNeuqrot

EFTPR/EFTP 6 7 61 81 92 43 45 76 79
EFTPSS 7 8 81 12 33 93 26 77 211

-gninnuR
mNeuqrot

EFTPR/EFTP 4 5 11 31 02 42 83 74 86
EFTPSS 5 6 31 41 32 72 34 45 87

ND L NxM
61NP

NxM
04NP

W
61NP

W
04NP

gkthgiew
61NP

gkthgiew
04NP

1125OSI

2/1-51 8.04 4x21M 4x21M 61 61 5.1 5.1 40/30F
"4/3-02 44 4x21M 4x21M 81 81 4.2 4.2 40/30F

"1-52 05 4x21M 4x21M 81 81 6.2 6.2 50/40F
"4/11-23 06 4x61M 4x61M 81 81 4 4 50/40F
"2/11-04 56 4x61M 4x61M 81 81 5 5 70/50F

"2-05 08 4x61M 4x61M 02 02 1.6 1.6 70/50F
"2/12-56 011 4x61M 8x61M 22 22 2.11 11 01/70F

"3-08 021 8x61M 8x61M 42 42 2.41 3.41 01/70F
"4-001 051 8x61M 8x02M 02 42 1.91 8.22 01/70F



             Series 80D with pneumatic actuator Air Torque
               (air supply 6 bar, lubricating media, max. pressure difference 10bar)

ND 51 02 52 23 04 05 56 08 001 EFTPSS56
staes

B 5.041 5.041 5.851 5.851 5.012 5.012 5.742 5.862 513 5.862

C 04 05 85 07 57 5.28 5.29 001 *811/011 5.29

D 871 902 822 962 382 113 733 763 *524/714 943

Z 831 951 071 991 802 822 542 762 *803/703 752

rotautca 050TA 001TA 001TA 002TA 002TA 052TA 052TA 003TA 053TA 003TA

Single acting Air Torque actuator S12 and ball valve seats in PTFE/RPTFE/SSPTFE (* PN 40)

ND 51 02 52 23 04 05 56 08 001

B 5.041 5.041 5.041 5.041 5.851 5.851 5.012 5.012 5.742

C 04 05 85 07 57 5.28 5.29 001 *5.711/011

D 871 391 822 252 382 892 733 553 *793/983

Z 831 341 071 281 802 512 542 552 *082/972

rotautca 050TA 050TA 001TA 001TA 002TA 002TA 052TA 052TA 003TA
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Double acting Air Torque actuator and ball valve seats in PTFE/RPTFE/SSPTFE (* PN 40)


