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I n s t a l l a t i o n  S i t u a t i o n
Product: KRASO® Type LES - 110

Date: December 2011
Schematic diagram is not to scale !

optional
local canalization DN 50

optional
DN 110 drainage

optional
DN 110 KG-drainage

pressing water

water pressure tight
surrounding KRASO® 4 seal1

if needed:
LES - Leaves Sieve

if needed:
LES - Odour Stopper
(removable, frost proof)

if needed:
LES - Riser Pipe
(transparent)

double sleeve DN 50
connectivity for riser pipe or
connection to local canalization

for each concrete
thickness available
(min. 8 cm)

1 for product-technical reasons
KRASO® double seal up to
14 cm concrete thickness

KRASO® Type LES - Basis

KRASO® Type LES - Vario - Connection

* legal protection of registered designs

optional
DN 110 drainage

local canalization DN 50local canalization DN 50

water pressure tightwater pressure tight
surrounding KRASO® 4 seal1 KRASO

if needed:
LES - Odour Stopper
(removable, frost proof)

KRASO® Type LES - BasisType LES - Basis
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I n s t a l l a t i o n  S i t u a t i o n
Product: KRASO® Type LES - 160

Date: December 2011
Schematic diagram is not to scale !

optional
local canalization DN 50

optional
DN 110 drainage

optional
DN 110 KG-drainage

pressing water

water pressure tight
surrounding KRASO® 4 seal1

if needed:
LES - Leaves Sieve

if needed:
LES - Odour Stopper
(removable, frost proof)

if needed:
LES - Riser Pipe
(transparent)

double sleeve DN 50
connectivity for riser pipe or

connection to local canalization

for each concrete
thickness available
(min. 8 cm)

1 for product-technical reasons
KRASO® double seal up to
14 cm concrete thickness

KRASO® Type LES - Basis

KRASO® Type LES - Vario - Connection

if needed:
LES - Backwater Double Stopper
according to DIN EN 13564 Type 5 for exposed waste water
pipes, water tight up to 5 m water column. Easy accessible
and easy to maintain. Backwater Double Stopper can be
closed manually additionally at imminent backwater.

backwater locking

* legal protection of registered designs

closed manually additionally at imminent backwater.

optional
local canalization DN 50

and easy to maintain. Backwater Double Stopper can be
closed manually additionally at imminent backwater.

pipes, water tight up to 5 m water column. Easy accessible
and easy to maintain. Backwater Double Stopper can be
closed manually additionally at imminent backwater.

pipes, water tight up to 5 m water column. Easy accessible
and easy to maintain. Backwater Double Stopper can beand easy to maintain. Backwater Double Stopper can be
closed manually additionally at imminent backwater.

water pressure tight
surrounding KRASO® 4 seal1

if needed:
LES - Odour Stopper
(removable, frost proof)

KRASO

if needed:if needed:

Type LES - Basis

LES - Odour Stopper
(removable, frost proof)

Type LES - Basis


