
Spez ia lar t ike l   für   den   Betonbau
•  46414 Rhede
•  Fax : 95 35 - 35
•  info@kraso.de

•  Max-Planck-Straße 2
•  Tel.: +49 (0) 28 72/ 95 35 - 0
•  www.KRASO.de

GmbH & Co.KG
All rights to the drawing and to the construction
are the property of Krasemann GmbH & Co. KG.

The duplication and distribution of drawing as well
as otherwise use requires our written agreement.

I n s t a l l a t i o n  S i t u a t i o n
Product: KRASO® Roof Drain Type 3 

-thermally insulated-
Date: December 2011

Schematic diagram is not to scale !

2. KRASO® Foil flange
(available on request)

water pressure tight
surrounding KRASO® 4 seal*

slit on request
(length according to thickness
of thermal insulation)

roof sealing sheeting
local thermal insulation

styrofoam recess core
please remove after
stripping and connect to
local drainage (DN 110)

Insulation
thermal conductivity: 0,05 W/(mK)

building material class:
A1 according to DIN 4102

incombustible
general building inspection approval:

Z-32.11-1288

1. KRASO® Foil flange
for easy fixing at the component

with KRASO® PU 50

leaves-sieve
(for later connection)

* legal protection of registered designs


